
VideoXpert Desktop Workstation
Quick Start Guide

Before You Begin
Before you connect and configure your system:

l Update your new workstation to the latest version of VxOpsCenter software, which is available at
www.pelco.com.

l Ensure that theMicrosoft OS on each computer on your system, including this server, has the latest
updates that address themost current known vulnerabilities. You can find this information at
www.microsoft.com.

On a continual basis:

l Frequently update the OS to ensure newly discovered vulnerabilities are patched as soon as a patch
is available.

l Frequently update anti-virus libraries with the latest patches.

Connecting Your Workstation to the VideoXpert System
The VideoXpert Workstation connects to an already-configured VideoXpert System. To set up the
Workstation: 

1. Unpack the Workstation.
2. Connect the system and its peripherals.

l If you are configuring your workstation to use Enhanced Decoders, follow the instructions in 
the section titled Preparing Your Workstation to be Used with VideoXpert Enhanced Decoders.

l If you are not configuring your workstation to use Enhanced Decoders, connect the monitors 
to the Workstation using the Mini DisplayPort Connector (item 8 in Locating Connections on 
the Back Panel).

l Connect the Workstation to your network using the Ethernet port (item 7 in Locating 
Connections on the Back Panel).

3. Connect the Workstation power supply (item 9 in Locating Connections on the Back Panel) to an 
electrical outlet.

Preparing Your Workstation to be Used with VideoXpert Enhanced
Decoders
The VideoXpert Workstation can be configured as a 6-monitor workstation. Up to two of the six monitors
are connected directly to the VideoXpert Workstation and the rest are connected via VideoXpert Enhanced
Decoders. To prepare the workstation:

1. Connect up to twomonitors to theWorkstation using theMini DisplayPort Connectors (item 8 in
Locating Connections on the Back Panel).

2. Locate theMini DisplayPort and DisplayPort emulators that were included with the VideoXpert
Enhanced Decoder.
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3. Connect theMini DisplayPort and/or DisplayPort emulators to theWorkstation.

l If using theMini DisplayPort emulator, connect it to one of theMini DisplayPort ports of the
Workstation (item 8 in Locating Connections on the Back Panel).

l If using the DisplayPort emulator, connect it to one of the DisplayPort ports of theWorkstation
(item 3 in Locating Connections on the Back Panel).

4. Continue with the instructions in the section titledConnecting YourWorkstation to the VideoXpert
System.

Locating Connections on the Front Panel

1 USB 3.1 Gen 1 port 4 USB 2.0 ports

2 Power button and indicator 5 USB 3.1 Gen 2 Type-C port

3 Headphone/audio jack
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Locating Connections on the Back Panel

1 USB 2.0 ports 6 Serial port

2 USB 3.1 Gen 1 ports 7 Ethernet port

3 DisplayPort ports 8 Mini DisplayPort ports

4 PS/2mouse and keyboard ports 9 Power

5 Audio out 10 Power supply diagnostic light

Configuring VxOpsCenter
TheWorkstation is a client for VxOpsCenter on a VideoXpert system.

When you run the application for the first time, you will create your VX Workstation Account, configure
basic VxOpsCenter and video behaviors, andmost importantly, point VxOpsCenter to the system(s) you
want to use.

1. Ensure that you have installed and configured the system as described in the current version of the
VideoXpert Enterprise InstallationManual or theVideoXpert Professional Operations Manual.

2. Go to https://www.pelco.com/video-management-solutions to download and upgrade to the latest
version of VxOpsCenter software.

3. Run VxOpsCenter.
4. Setup your workstation including creation of yourWorkstation account. SeeSetting Up Your

Workstation.
5. Configure System Server Connections. SeeConfiguring VX System Connections.
6. Click OK to closeWorkstation Configurationwindow.
7. Login to the VxOpsCenter using your VideoXpert user account.

For more detailed information and configuration instructions, see the section titled Installing and
Configuring VxOpsCenter in theVideoXpert OpsCenter Operations Manual.

For more information about VideoXpert hardware and software, go to https://www.pelco.com/video-
management-solutions.

https://www.pelco.com/video-management-solutions
https://www.pelco.com/video-management-solutions
https://www.pelco.com/video-management-solutions
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Setting Up Your Workstation

Workstation settings determine the basic behavior of the system. These instructions apply to the initial
configuration only. You can re-configure the workstation at any time using the instructions in the current
version of theVideoXpert OpsCenter Operations Manual, in the section titledReconfiguring Your
Workstation.

This screen will look different after initial configuration. If you do not see the red triangles on the
Workstation Settings and VX System Connections buttons, see the instructionsin the current
version of theVideoXpert OpsCenter Operations Manual, in the section titledReconfiguring Your
Workstation.

1. Enter aWorkstation Name. This is the name by which VxCore will recognize the workstation and
the name by which other users will recognize the workstation when sending video, responding to
workstation-related events, etc.

2. Enter values in theUsername andPassword fields underVx Workstation Account.
3. Under,WorkstationMode, select Normal orShared Display mode. Shared Display mode provides

monitor-wall functionality for a workstation operating a single monitor. See the section titled
Configuring Shared Display Mode for more information about Shared Display mode.

4. In theNTP Server for Enhanced Decoder area, do one of the following:

l Click to select the radio button forUseWindows Time Service time server
(time.windows.com).
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l Click to select the radio button for Manually specify a time server, and then enter yourNTP
Server Address.

5. (Optional) click the checkbox to select or deselect Enable hardware acceleration. Hardware
acceleration is enabled by default and should only be disabled if your workstation uses an
unsupported graphics chipset, or if you need to troubleshoot graphics issues that may result from
your graphics drivers and chipset.

6. Click Apply to save your workstation configuration settings.

7. Click VX System Connections and follow the instructions in the section titledConfiguring VX
System Connections.

Configuring VX System Connections
The list of VX System Connections determines the VideoXpert environments to which your VxOpsCenter
can connect. When users log in with their VideoXpert system credentials, VxOpsCenter will connect them
to relevant VideoXpert environments. If a server is not in the list of system server connections, users will
not be able to connect to it using VxOpsCenter.

Only theWorkstation Configuration account can define system server connections. When you add
systems using theWorkstation Configuration account, and you are working in MSA mode, you can elect to
provide credentials. If you add credentials for systems, then yourWorkstation Configuration account will
also immediately connect you with your systems. If you do not provide credentials, then youmust
manually enter credentials for each system after you log in as the workstation configuration user. If you are
using Single Server Access mode (non-MSA mode), youmust always provide the credentials when logging
in.

When setting up a connection to a server, you can determine streaming performance to the system. By
default, system connections use the best possible streaming options, but youmay need to disable settings
or adjust your connection speed to account for the network between the workstation and the system to
which you will connect. See the section titledUnderstanding System Streaming Performance Settings.

Note: To optimize decoder performance inWindows 7 SP1, download and install the DFMirage
mirror driver. Do not install the DFMirage driver if running a version of Windows other thanWindows 7
SP1.

Enabling or Disabling Multi-System Access (Simultaneous Server Connections)
Multi-system access allows you to access multiple VideoXpert environments simultaneously using your
VideoXpert system credentials.

Note: Themulti-system access option is available if you havemore than one server connection
added to VxOpsCenter.

To enablemulti-system access:

1. If you have not already done so, access theConfigureWorkstationwindow:

a. Log into VxOpsCenter with theWorkstation Configuration account.
b. In Mission Control, click theUserMenu icon ( ), and then select Configure Workstation.

2. In theWorkstation Configurationwindow, click VX System Connections.
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3. (Optional) To use a shared system list:

a. Click to select the checkbox forUse andmanage a shared Systems List.
b. Click Browse, browse to a file to enter in theSystem List Location field, and then click Open.
c. If required, enter values in theUsername and Password fields.
d. Click Load Systems.

4. Click OK.
With multi-system access enabled, theSystems section is available within VxOpsCenter. You can select
or deselect systems to show or hide sources belonging to your various systems.

Adding Servers to VxOpsCenter
1. If you have not already done so, access theConfigureWorkstationwindow:

a. Log into VxOpsCenter with theWorkstation Configuration account.
b. In Mission Control, click theUserMenu icon ( ), and then select Configure Workstation.

2. In theWorkstation Configurationwindow, click VX System Connections.
3. To import an existing system list:

a. Click to select the checkbox forUse andmanage a shared Systems List.
b. Click Browse, browse to a file to enter in theSystem List Location field, and then click Open.
c. If required, enter values in theUsername and Password fields.
d. Click Load Systems.

4. To export the current system list:

a. At the lower left of theWorkstation Configurationwindow, do one of the following, depending
on which icon is present:

l If you are not using a shared system list, click themenu icon ( ), and then click Export
System List.

l If you are using a shared system list, click the export system list icon ( ).

b. In theExport System List dialog box, enter a value in theSystem List File Name field, click
Browse, browse to the location to which you will save the file, click OK, and then click Save.

5. To add a server (if you are not using a shared system list):

a. Click theAdd System Connection icon ( ) at the lower right of theWorkstation Configuration
window.

b. (Optional) Enter information about the server in theNotes field. The notes are only available to
theWorkstation Configuration account.

c. Provide the IP of the server, or the FQN of the server if you are using single sign-on (SSO), in
theServer Address field, and adjust the HTTPS Port value if different from the default.

d. (Optional) Adjust System Streaming Performance settings. See the section titled
Understanding System Streaming Performance Settings.

e. (Optional) Click to select or deselect the checkbox forValidate SSL/TLS Certificate...
f. (Optional) If there are custom fields, enter a value in each field.
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g. (Optional) To add custom fields (columns) to theSystem List by which you can sort, in the
Configure System Connections window, below Custom Fields, click Add Another
Custom Field (Column), enter a value in theEnter a new header name field (for example: City),
enter an appropriate value for the system (for example: Denver) in the field below the new
header name, and then click Save. The column and the value are shown in theSystem List.

h. (Optional) Type values in theUsername andPassword fields.
i. Click Test Connection to verify that you have provided the correct server address; testing the

connection will require you to provide credentials to the server.
j. Click Save.

6. When you have added all appropriate connections, click OK.
7. If the LogOut Required dialog box opens, click OK. You will be logged out. The configuration

changes are applied when you log back in.

Editing a System Connection
1. If you have not already done so, access theConfigureWorkstationwindow:

a. Log into VxOpsCenter with theWorkstation Configuration account.
b. In Mission Control, click theUserMenu icon ( ), and then select Configure Workstation.

2. In theWorkstation Configurationwindow, click VX System Connections.
3. Click to select the system connection to be edited.
4. Click theEdit System Connection icon ( ) at the lower right of theWorkstation Configuration

dialog box.
5. In theConfigure System Connection dialog box, make all necessary updates, and then click Save.
6. In theWorkstation Configuration dialog box, click OK to save the settings.
7. If the LogOut Required dialog box opens, click OK. You will be logged out. The configuration

changes are applied when you log back in.

Deleting a System Connection
1. If you have not already done so, access theConfigureWorkstationwindow:

a. Log into VxOpsCenter with theWorkstation Configuration account.
b. In Mission Control, click theUserMenu icon ( ), and then select Configure Workstation.

2. In theWorkstation Configurationwindow, click VX System Connections.
3. Click to select the system connection to be deleted.
4. Click theDelete System Connection icon ( ) at the lower right of the window to delete the

connection to the server.
5. In theDelete System Server Connection dialog box, click OK to confirm the deletion.
6. In theWorkstation Configurationwindow, click OK to save the settings.
7. If the LogOut Required dialog box opens, click OK. You will be logged out. The configuration

changes are applied when you log back in.
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Understanding System Streaming Performance Settings
System streaming performance settings determine the quality of streams you receive or, in some cases,
whether you receive a stream at all from a particular system. These settings affect frame rate and latency
of video, typically for the better with each subsequent setting. However, these options may not be available
for your network. VxOpsCenter uses the deepest selected option that is provided by the server.

If you deselect all Streaming Performance options, you will engage JPEGPull streaming. JPEGPull
streaming is always available and works on virtually all network types (anywhere a TCP connection is
available). It works even on slow connections, in part because of its lower quality (low frame rate and high
latency).

To set theSystem Streaming Performance, log in with theWorkstation Configuration account and add or
edit a system.

l Allow RTSP/RTP is recommended for most system configurations. Select this to enable RTSP
streaming over TCP (or Unicast or Multicast UDP, depending on subsequent settings). This option
provides a higher quality stream than JPEGPull on all but the slowest networks.

l Allow UDP is recommended for most LAN configurations. This setting enables Unicast streaming
over UDP. Streaming over UDP is more efficient and has lower latency than streaming over TCP.
However, UDP traffic is blocked by someWAN networks, and by fewer LAN networks. If you
encounter streaming problems, try deselecting it.

l Allow Multicast is recommended for most enterprise-level networks whose switches allow
multicast traffic. This setting enables Multicast streaming over UDP. Multicast UDP streaming is
evenmore efficient than unicast UDP streaming. However, multicast traffic is blocked by most
WAN networks, and by some LAN networks.

l Connection Speed determines the type and resolution of video available to you; at slower
connection speeds, you will receive video transcoded into lower resolutions. When streaming
JPEGs, your connection speed determines the compression of JPEG images (the lower the speed,
the greater the compression).

– 512k restricts you to JPEG streaming.
– 1Mbps restricts video to CIF resolution (352 x 240) or smaller.
– 5Mbps restricts video to D1 resolution (720 x 480) or smaller.
– 10Mbps restricts video to secondary streams when available.
– Connection speeds greater than 10Mbps can access full resolution video. Options are 50

Mbps, 100Mbps, 1 Gbps, and 10Gbps.

Configuring Shared Display Mode
A Shared Display is a single-monitor workstation that provides monitor wall functionality within
VideoXpert. In this mode, local controls are disabled; you will not control the application locally. Rather,
you and other users will send tabs and video to the shared display and control the shared display remotely.

Your workstationmust have only one, locally-connectedmonitor to support Shared Display mode. (If more
than onemonitor is connected to the workstation, you will be unable to put the workstation into Shared
Display mode.) Putting the VxOpsCenter in Shared Display mode causes the VxOpsCenter application to
start and log-in automatically whenWindows starts. Because the workstation is intended to start without
user interaction, it is recommended that you configureWindows to start and log-in automatically for shared
displays.

The user account you provide when setting up Shared Display modemust have theSetup Edge Devices
andManage Display Devices permissions. The account should also have rights to view and control any
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cameras you send to themonitor; the shared display cannot display cameras it does not have permission
to access, even if the user sending something to the shared display has permission to view those cameras.

Note: Shared display is not available if multi-system access is enabled.

To configure an VxOpsCenter for Shared Display mode:

1. If you have not already done so, access theConfigureWorkstationwindow:

a. Log into VxOpsCenter with theWorkstation Configuration account.
b. In Mission Control, click theUserMenu icon ( ), and then select Configure Workstation.

2. Click theWorkstation Settings tab.
3. At the top of the window, click to select the checkbox forShared Display.

4. Provide a number for themonitor. The number will allow you to set rules to send video to your shared
display, or to send video to the shared display by number.

5. (Optional) Enter or select aVX System to create a VideoXpert Connection. Selecting this option
opens a dialog to configure system server connections.

6. Provide the user name and password of an account with credentials to view video; the account
providedmust have access to cameras and functions you want to use through the sharedmonitor,
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andmust have theManage Display Devices permission enabled (via VxToolbox in > Users > Users
> DeviceManagement > Manage Display Devices).

7. (Optional) Click the checkbox to select or deselect Show camera name and time stamp in video
cells.Whether the user sharing video has names and timestamps enabled, the shared display uses
this preference to determine whether or not to display overlays.

8. (Optional) Click the checkbox to select or deselect Show Shared Display title bar.
9. (Optional) Click the checkbox to select or deselect Collapse space between cells.
10. In theAspect Ratio area, click to select the radio button to eitherMaintain video aspect ratios or

Stretch video to fill the cells.
11. Click Save.
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